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SUZUKI GSF 1200 BANDIT N/S (1996-2005) AKRAPOVIC Slip-on line 

The slip-on system for the SUZUKI BANDIT spices up this retro-design but sports-oriented motorcycle. It offers a 
higher amount of power and torque and lowers the weight considerably. The racy sound of the slip-on system is a 
reminder of the sharp bite of the good old four-cylinders which ruled the road in the 80s. 

GOAL 
In developing the slip-on system for the BANDIT, the development department set themselves the goal of getting more
horsepower out of the engine, making the bike more fun to ride. The result is a power curve which runs smoothly through
the entire rpm range. The power is always above the stock curve, and the greatest difference can be felt in the range from
4500 all the way to 9500 rpm. The bike becomes more responsive and, due to the even power curve, more pleasant to
ride. 

ABOUT AKRAPOVIC SLIP-ON SYSTEM 
The AKRAPOVIC slip-on system for the SUZUKI BANDIT achieves the highest production quality. Every detail has 
received the same amount of attention. Technologically advanced production and top-quality hand welding are reflected in 
a superior and unique final product, the result of the experience we have gained in developing exhaust systems for the
factory teams for the SUPERBIKE and SuperSport world championships. This product was also created in our
development department by the same team which develops exhaust systems for the factory teams.  

The AKRAPOVIC slip-on system is unique. The link pipe is made of stainless steel, while the oval-section muffler is 
available in either carbon-fiber or titanium (the choice of muffler does not affect the overall performance). The total weight
of the slip-on system is 3.5 kg lighter than stock. The entire rear end of the slip-on system (muffler, carbon-fiber clamp and 
tension springs) is made using the same materials and technology which we provide to the factory teams in the world
championships. 

Installation of the slip-on system is simple and fast, as it is designed as a supplement to the original exhaust system. No
special tools are needed. The central stand can not be used after installation of the slip-on system. 

For a reasonable price, the AKRAPOVIC slip-on system offers increased power and torque, lighter weight and better looks.
The AKRAPOVIC logo with the scorpion on the muffler is a guarantee that you have chosen the finest product on the
market. 

Exclusion of Certain Liability

  

AVAILABLE SLIP-ON OPTIONS: 

*MAXIMUM MEASURED POWER DIFFERENCE

more about Slip-on line  

For any price information please contact your local dealer / importer. 

 PRODUCT CODE: DESCRIPTION:
 S-S6SO1-C SU GSF 600 Bandit N/S, 96-05 ; GSF 1200 Bandit, 96-01 ;SLIP-ON SYSTEM Link 

pipe & M-TCR1 titanium/carbon muffler & clamp C2
S-S6SO1-T SU GSF 600 Bandit N/S, 96-05 ; GSF 1200 Bandit N/S, 96-01 ;SLIP-ON SYSTEM 

Link pipe & M- TTR1 full titanium muffler & clamp T2
 TECHNICAL DATA stock akrapovic difference

 weight measurments 5.7 kg 2.2 kg 3.5 kg*

 power measurments 105 HP / 9000 rpm 112 HP / 9000 rpm 7 HP / 9000 rpm

 noise mesurments - 97 db / 4250 rpm -

 legal for street use NO

  
  copyright 2002, all rights reserved      
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